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REQUIRED TOOLS

31
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1. Torx screwdriver/ Bit T20
2. Forstner drill ∅ 20 mm
3. Drilling machine

PART LIST

5
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􀀺 VE02001000001 VARIO Connect Pro Modul (SW) 1
or VE02001000002 VARIO Connect Pro Modul (W) 1
􀀼 VE00002000001 Round-head screw TX20 4x20 mm (SW) 4
or CBD-00055 Round-head screw TX20 4x20 mm (SIL) 4
􀀾 CBD-00045 Spacer ring (SW) 4
􀁀 CBD-00024 Cable clamp (SIL) 3
􀁂 CBD-00145 Acrylic adhesive dots 0.5 mm thickness, Ø 10 mm (W) 3
􀁄 CBD-00043 Connection cable USB-C-C 900 mm (SW) 1
or CBD-00054 Connection cable USB-C-C 900 mm (W) 1
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PREPARING THE INSTRUMENT
The installation of the C. Bechstein Connect Pro upgrade requires that a C. Bechstein 
Connect system is already installed in the instrument.

•	 Disconnect the instrument from the power supply. 
•	 Remove all necessary housing parts such as fall board, cheek-blocks and key slip..
•	 Disconnect the connecting cable between the base board and the sensor rail.
•	 Remove action.

ATTACHING THE CONNECT PRO MODULE 

When upgrading from C. Bechstein Connect to Connect Pro the Connect Pro Modul 
(VE02001000001/ VE02001000002) is mounted on the front of the instrument.
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The module is fixed with two screws 
(VE00002000001/ CBD-00055)  
using a T20 bit. 

•	 Hold the module against the key bed. 

•	 First tighten screw 1. 

•	 Align the module in a straight line. 

•	 Fix the module with screw 2.

 

2
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Connect Pro module.
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Drill hole for USB-C data cable

A hole must be drilled with the Forstner bit (∅ 20 mm) to connect the front module to 
the main board. The exact position depends on the model and should be chosen so that 
it is straight from the front module to the rear at the end of the action.
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CONNECTING THE DATA CABLE
The USB-C cable (CBD-00043/ CBD-00054) connects the Connect Pro module to the 
base board (VE01001000000) in the instrument. The connection socket on the module 
is labeled FROM PIANO. The connection socket (2) on the base board is located directly 
next to the DC connection (1).If necessary, the base board can be loosened by turning  
it on the mounting surface to make it easier to connect the cable. It can then be  
reattached with new adhesive dots (CBD-00145).

Overview of all connections on the base board:

1.	 DC connection cable (VE01002000000)
2.	 Connection cable USB-C-C 900 mm (CBD-00043/ CBD-00054)
3.	 Connection cable for sensor rail (CBD-00023)
4.	 Pedal sensors with three-color connection cable (VE01004000000)

2
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Use our service on the Internet:

•	 Manuals in other languages
•	 Current installation instructions
•	 Service requests
•	 Ordering spare parts

Under: service.bechstein-digital.com

Service phone:

+800 1853 0000 (free of charge)

We look forward to getting in touch with you - 
Your service team from C. Bechstein Digital

After connecting the USC-C-C 900 mm connecting cable (2), push the action back into 
the instrument and connect the connecting cable to the sensor rail (3) with the base 
board.

Use the self-adhesive cable clamps (CBD-00024) to fix the cables to the to the key bed.


